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Mechanical: 

Operating Position. . 
Types of Cathodes . . 
Maximum Overall Length 
Seated Length .... 
Diameter. 


Base.Small-Button Duodecar 12-P 

Basing Designation for BOTTOM VIEW. . . 

Pin 1-Heater Pi 

Pin 2-Cathode of 
Tri ode 

Unit No.2 Pi 

Pin 3-Grid of (s) (j) ^ 

Tri ode 

Unit No.2 /TV>lCi_L 

Pin 4-PIate of _ 

T r i ode — i^i—i/jho) 

Unit No.2 >V /\ J~r Pi 
Pin 5-Grid of 

T r i ode CiJ v?) 

Unit No.l Pi 

Pin 6 - PI ate of 

Triode Pi 

Unit No.l 


.Any 

Coated Uni potential 

. 1.875" 

. 1.250" to 1.500" 

. 1.062" to 1.188" 

.T9 

in (JEDEC No.E12-70) 
.12BF 


n 7 - Cathode of 
Triode 
Unit No.l 
n 8- PI ate of 
Diode 
Unit.No.2 
n 9-Cathode of 

Diode Units 
No.l & No.2 
n 10 - PI ate of 
Diode 
Unit No.l 
n 11- Internal 
Shield 
n 12-Heater 


TRIODE UNITS — AMPLIFIER — Class A, 

Values are for Each Unit 
Maximum Ratings, Design-Maximum Values: 

PLATE VOLTAGE. 330 max. volts 

DC CATHODE CURRENT. 20 max. ma 

PLATE DISSIPATION. 3 max. watts 

Maximum Circuit Values: 

Grid-No.1-Circuit Resistance: 

For fixed-bias operation. 0.25 max. megohm 

For cathode-bias operation. 1 max. megohm 


DIODE UNITS —Two 

Values are for Each Unit 
Maximum Ratings, Design-Maximum Values: 
PLATE CURRENT .... . 

Characteristics, Instantaneous Value: 

Plate Current for plate volts = 5 . . . 


5 max, 


At heater amperes = 0.600. 

At heater volts = 6.3. 

The dc component must not exceed 100 volts. 
Without external shield. 


RADIO CORPORATION OF AMERICA 
Electron Tube Division Harrison, N. 1 . 
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* APPLIES TO MINIMUM DIAMETER EXCEPT IN AREA OF SEAL. 



RADIO CORPORATION OF AMERICA 

Electron Tube Division Harrison, N. J. 


DATA 2 
1-63 





